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2.953.153.623.74PAR 16 SHORT NOSE
3.933.154.175.55PAR 16 U.S. STANDARD 
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WIDTHLENGTHDESCRIPTION
DIMENSIONS  (ins)

PAR 16
LANTERNS

    The par 16 lantern is a scaled down version of the par 64 lantern, suitable for use with MR 16
12 volt lamps.  The lantern is supplied with a wiring set and color frame.  The new par 16 lantern
has chassis mounted lampholder and yoke stop.  The Par 16 with transformer features
transformer mounted in housing, fitted to yoke of lantern. This lantern is available with a UL
listing.
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PAR 16 Remote transformer



JAMES

ENGINEERING

PAR 16
LANTERNS

ACCESSORIES FOR PAR 16 LANTERNS

SQUARE COLOR FRAME  COLORD1652
SQUARE COLOR FRAME  SILVERD1651 0.043" x 3" (76 x 76)
SQUARE COLOR FRAME  BLACKD1650

WT
lbs

SIZE
inches (mm)

DESCRIPTIONPRODUCT
CODE

ROUND COLOR FRAME  COLORD1655
ROUND COLOR FRAME  SILVERD1654 0.023" (76) O.D.
ROUND COLOR FRAME  BLACKD1653

OCTAGONAL COLOR FRAME  COLORD1658
OCTAGONAL COLOR FRAME  SILVERD1657 0.023" x 3" (76 x 76)
OCTAGONAL COLOR FRAME  BLACKD1656

0.35 4 WAY BARN DOOR  SILVERD1661
0.354 WAY BARN DOOR  BLACKD1660

0.174 WAY BARN DOOR DISPOSABLE SILVERD1663
0.174 WAY BARN DOOR DISPOSABLE BLACKD1662

A23

0.06WIRING SET WITH 24" 2 CORE SILICONE CABLE G0003


